
Masterbatch - Resine termoplastiche

Direzione, Uffici e Stabilimento: 20014 Nerviano (MI) - Via della Merlata, 29

Tel: 0331 – 587171 Fax: 0331 – 584212 e-mail: frilvam@frilvam.com

SPECIFICA PRODOTTO

CARATTERISTICHE TECNICHE

Polimero di supporto:
Solidità alla luce [ISO105 B02]:
Stabilità al calore [EN12877]:
Metalli pesanti (Hg, Cd, Cr(VI), Pb):

**Tipo Carbon Black: SRF

NO

PRISMA PE NERO 88300

LDPE
8
300°C

PROPRIETA'

Descrizione Standard min VAL max u.m.

49 51 %
 SI

STD

Carbon Black Int (IC.01)
Carica Int (IC.01)
Dispersione Int

Documento ad emissione 
automatica non firmato

Shelf life: 1 anno dalla data di produzione

Modello Revisione Data revisione 
06/03/20173L.06/000

mailto:frilvam@frilvam.com


Masterbatch - Thermoplastic resins

Headquarter and production unit: 20014 Nerviano (MI) - Via della Merlata, 29

Tel: +39 0331 587171 Fax: +39 0331 584212 e-mail: frilvam@frilvam.com

PRODUCT SPECIFICATION

TECHNICAL CHARACTERISTICS

Carrier:
Light fastness [ISO105 B02]:
Heat stability [EN12877]:
Heavy Metal (Hg, Cd, Cr(VI), Pb):

**Carbon Black Type: SRF

Form Revision Revision date Automatic issued document 
not signedL.06/000 3 2017-03-06

LDPE
8
300°C
NO

Shelf life: 1 year from production

Filler Int (IC.01) YES  
Dispersion Int STD

PROPERTIES

Description Standard min VAL max u.m.

Carbon Black Int (IC.01) 49 51 %

PRISMA PE BLACK 88300
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